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TPC detector for future e+e- collider
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Circular Electron Positron Collider (CEPC)

https://arxiv.org/abs/1811.10545

Future Circular Collider (FCCee)

https://arxiv.org/abs/2203.08310

◼ The TPC is a promising main tracker detector candidate for some future e+e- collider experiments 

⚫ Baseline detector in the ILD and CEPC-CDR

⚫ High-granularity readout TPC has been selected as the baseline main tracker detector in the CEPC Ref-TDR

◼ High-granularity readout TPC is potential to improve  PID performance.

◼ TPC technology can be interest for other future colliders (FCC-ee, EIC…)

International Linear Collider (ILC)

Linearcollider TDR

https://arxiv.org/abs/1811.10545
https://arxiv.org/abs/2203.08310
https://arxiv.org/pdf/2510.05260
https://linearcollider.org/technical-design-report/


CEPC operation
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⚫ The CEPC is designed as a powerful factory of Higgs, Z and W bosons.

⚫ Operating at between 91 to 240 GeV

⚫ Two operation stages: Baseline (30MW SR power) → Upgrade operation (50 MW SR power)

⚫ The Reference Detector comprises a high-granularity readout TPC, surrounded by silicon detectors.

⚫ Designed and optimized primarily for the Higgs and low-luminosity Z runs (3T magnetic field)

CEPC operation scenarios and  Reference Detector design, arxiv:2510.05260

Operation Mode ZH Z W+W-

Ecm [GeV] ~240 ~91 ~160

Baseline operation 
SR power 30MW @ 

ZH and W+W-, 12.1 

MW @ Z

Bunch spacing [ns] 553.9 69.2 184.6

Bunch train gap (%) 55 17 9

Peak luminosity (1034 cm-2s-1) 5 26 (3 T) 16

Upgrade operation
SR power 50 MW

Bunch spacing [ns] 277.0 23.1 138.5

Bunch train gap (%) 63 9 10

Peak luminosity (1034 cm-2s-1) 8.3 192 (2 T) 26.7

https://arxiv.org/pdf/2510.05260


Physics requirements of the CEPC
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⚫ Physics Requirements for the TPC

⚫ Tracking: σ(1/PT)~10-4 (GeV/c)-1 (TPC only), σ(1/PT)~3×10-5 (GeV/c)-1 (TPC+Si detectors)

⚫ PID for flavor physics and jet reconstruction: π/K separation power better than 3σ

⚫ Challenges:

⚫ Beam-induced background

⚫ Space Charge effect and Distortions

CEPC  Tracker system layout and Physics requirements 



◼ Beam-induced background in the TPC (Challenges)

⚫ CEPC MDI design

⚫ Beam-induced backgrounds simulation

⚫ Space charge density caused by BG 

⚫ Electron drift deviations
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Simulation flow of beam-induced background
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⚫ MDI stands for “Machine-Detector Interface”, 33 mrad crossing angle

⚫ Beam-induced backgrounds seeds generation

⚫ Pair production (beamstrahlung)  → luminosity related

⚫ Single-Beam (BGC,BGB,BTH,TSC)   → Single Beam

⚫ Full Detector simulation in CEPCSW (based on Geant4)

⚫ TPC space charge density and distortions estimation

Backgrounds Generation Tracking

Beamstrahlung/P
air production

Guinea-Pig++ SAD Luminosity 
related

(BS files)

Beam-Gas 
Coulomb (BGC)

BGC in SAD Single-Beam
(Lost maps)

Beam-Gas 
Bremsstrahlung 
(BGB)

PyBGB

Beam-Thermal 
Photon (BTH)

PyBTH

Touschek
Scattering (TSC)

TSC in SAD

MDI designs in the CEPC ref-TDR

https://code.ihep.ac.cn/cepc/CEPCSW
https://accelconf.web.cern.ch/p07/PAPERS/THPMN010.PDF
https://acc-physics.kek.jp/SAD/
https://acc-physics.kek.jp/SAD/
http://ir.ihep.ac.cn/handle/311005/253688?mode=full&submit_simple=Show+full+item+record
https://github.com/shyshi/cepc_bkg/blob/master/Source/BTH/CEPC_BTH.py
https://acc-physics.kek.jp/SAD/


BG Particles in the TPC
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⚫ Photons and electrons (produced by low energy photons) are the main components in the TPC volume

⚫ The rest of particles, like positrons, proton and neutron, are negligible

⚫ Low-energy photons (< 10 MeV) are the main contribution of the space charge

⚫ Photons originating from the downstream beam pipe make a significant contribution

Parent particle of 

neutron ~ 64Cu

Particle type, Energy and initial position of low-energy photons entering the TPC

Region need to optimization

≥97%



BG event display
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⚫ Very few particles have enough energy to leave TPC

⚫ Most of BG hits consist of more or less randomly distributed blobs or curlers

⚫ Sometimes called “salt and pepper” background

⚫ Caused by extremely low-energy electrons (<1 MeV)

➢ Typical event display：
• e+ annihilation

• Low energy (0.511 MeV) γ incident TPC 

and interact with the T2K gas

• generate secondary Compton electron 

Most tracks are curlers and blobs

TPC  hits distributions at the xy and rz plane from 100 BX crossings



Space charge density
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⚫ Space charge density in the TPC can be calculated with some assumptions

⚫ Azimuthal (φ) symmetry

⚫ Constant ion drift velocity, here assuming 5 m/s，neglecting ion diffusion

⚫ Positive ions from beam-induced background and IBF are considered

⚫ The max. space charge density @ steady state:

⚫ 1.7 nC/m3  @ 50 MW Higgs mode 

⚫ 3.3 nC/m3 @ Low Lumi. Z mode

Steady state space charge density and distortions in the Higgs and low-luminosity Z modes

ρsc @ 30 MW Higgs mode is obtained 
by ×60% of 50 MW Higgs mode
The beam parameters are the same in 
two SR power configurations.

⚫ S(r,z,t):BG source term, from Det. simulation

⚫ AIBF: IBF term

⚫ ε = IBF×Gain =1

⚫ Time > 0.55 s, charge density reaches 

equilibrium

Finite Difference Method to solve charge density



Deviations along electron drift path
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⚫ Deviations occur in radial, azimuthal and z directions along 

the electron drift paths:

⚫ Azimuthal deviations have much serious impact on momentum 

measurement 

⚫ The max. Δrφ reaches 800µm in the low-Z mode (need to optimization 

and calibration)

⚫ Deviations in z direction can be negligible: the max. Δz can be less 

than 120 µm @ Low Lumi. Z and 50 MW Higgs

Low PT
High PT

Azimuthal distortion 
Radial distortion 

T2K gas

0.6m

1.8m

Z

R

Charged
particle

Cathode Anode

Full Drift
Length ~2.75m

Electron drift path
No distortion 

track

distorted track

Δrφ Deviations v.s. Drift distance in the Higgs and low-luminosity Z modes Max Δz deviations

Max Δrφ deviations

After ~2.75 m drift distance
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◼ TPC tracking performance estimation

⚫ Intrinsic performance

⚫ Momentum resolution with Space Charge Effect

⚫ MDI region optimization



Tracking performance
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◼ Estimation of the intrinsic spatial and momentum resolution (w.o. deviations caused by SCE ).

⚫ The granularity readout and the transverse diffusion are also taken into consideration..

⚫ High-Granularity readout TPC (500µm×500µm ) can achieve better spatial resolution than pad readout TPC

⚫ Momentum resolution σ(1/PT)~10-4 (GeV/c)-1 

Spatial resolution as a function of drift distance (left) and Momentum resolution (right)

1.5×10-4

TPC only



Influence on momentum measurement 
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◼ General impacts of the space charge effect:

⚫ The drift deviations are serious at the inner radius and much small around the centre of the TPC

⚫ Resulting in either straightening or bending of the measured tracks (the momenta of µ+ are expected to be shifted 

towards higher values and µ- towards lower values)

⚫ Degrading  TPC hits resolution.

Impact on momentum measurement of the space charge effect 

PT=5GeV/c, θ=85°

mu+

TPC only
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Spatial resolution with space charge effect 

Original resolution not 
including distortions

Taking into account space-
point distortions with 
calibration and correction

◼ Space-point deviations can be corrected if space charge 

density is stable 

◼ Data-driven track-based calibration by combining inner 

and outer silicon detectors

◼ Error contributions to the calibrated spatial resolution :

➢ Space-charge distortion: < 80μm in Higgs mode, < 160μm in 
low-lumi. Z, dependent on the drift distance

➢ NUMF effects on the drift process (after correction with 
magnetic field map): <65 μm

➢ Mechanical deformation affecting the electric field and drift 
process : <40 μm

◼ Conservatively estimated, the calibrated spatial resolution 

degrades by ~50% and 100% at the point with the longest 

drift distance in Higgs and low-luminosity Z modes, 

respectively

Kanako Watanabe has been studying the stability of 

the distortions @ ILC

https://agenda.linearcollider.org/event/10594/contributions/57527/attachments/40613/64641/LCWS2025_watanabe_251017.pdf
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Momentum resolution with space charge effect 

11% degradation

◼ Momentum resolution

⚫ Compared to idea scenario, resolution with the TPC standalone degrades seriously for high momentum particles

⚫ 11% degradation after combining the silicon trackers in low lumi. Z mode

⚫ Would not suffer too much from the electron drift deviations

◼ Further simulation with a complicated model is ongoing.

TPC only TPC + Si
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Space charge migration—— MDI region optimization

◼ The low-energy photons (<10 MeV) are the main contribution of space charge in the TPC

◼ Some preliminary optimization can reduce the space charge by approximately one orders of magnitude.

⚫ The layout of some equipment of the MDI region

⚫ Lighter beam pipe material 

⚫ Shielding of the magnetic shell

◼ The max. space charge density can be less than 0.8 nC/m3 at Low Lumi. Z mode after optimization.

Distributions of the initial |z| positions entering the TPC and space charge density after optimization

Deviations < 200 um



◼ Summary

18



19

◼ The TPC has been selected as the baseline main track (MTK) detector in CEPC ref-TDR.

◼ The full simulation flow of the BG has been established

◼ The BG and tracking performance  has been studied

◼ σ(1/PT)~10-4 (GeV/c)-1 , standalone momentum resolution w.o. SCE 

◼ Tracking performance would not suffer too much from the deviations by combining inner and outer silicon detectors

◼ Further optimization of the MDI region and dedicated correction algorithm are needed.

Summary

Many thanks!



◼ Back-up
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Deviations in z direction

21

Simulated by Garfield++

T2K gas @ 760 Torr, 293.15K, 230 V/cm



SCE impact on Pt reconstruction 
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Max. Space charge density ~3.5 nC/m3 ，
max. Δrφ ~ 1 mm



SCE correction algorithm
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0. Calibration Data 

Set

Mesh size:

Nz in z direction

Nr in radius direction 

γ：coefficients vector to be solved

1. Track Residual 

Mesh 

2. Reconstruct 

TPC deviations   

3. TPC  3-D 

correction map

A laser mesh grid to measure the deviations, and the deviations 
can be reconstructed with high precision(< 10 um)
Ref: DOI: 10.1016/j.nima.2013.04.020

Mesh size: Nz×Nr = 48 × 24 ~ 1150

https://doi.org/10.1016/j.nima.2013.04.020
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