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The CLIC Injector Complex

2Americas Workshop on Linear Colliders 2017 (AWLC17)

• We have designed and optimised the beam transport and acceleration from
the target to the pre-damping ring which has a limiting transverse and
longitudinal acceptance.

• The goal of the study is to maximize the positron yield accepted by the pre-
damping ring.



The Pre-Injector Linac : Capture and Accelerating Sections
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Target Solenoid TW StructuresAMD

The positron yield: 8.0 e+/e- 2.8 e+/e-
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𝐵𝑧 𝑧 =
𝐵0

1 + 𝛼𝑧
𝛼 = 55 𝑚−1

The yield is defined as the total number of positrons at the exit of the
amorphous target compared to the number of electrons impinging onto the
crystal target



The Pre-Injector Linac : Capture and Accelerating Sections
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e+

Target

Solenoid magnetic field of 

0.5T 
1.5 m long 2π/3 TW with a 

gradient of up to 15 MV/m

AMD

Acceleration Deceleration

Total yield: 0.89 e+/e-
Effective yield: 0.50 e+/e-

Total yield: 0.93 e+/e-
Effective yield: 0.48 e+/e-

The total yield: 8.0 e+/e- 2.8 e+/e- 1.09 e+/e-
0.98 e+/e- (effective)
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• Both operation modes, accelerating and decelerating
• The effective yield is defined in a ±20 degrees and ±50 MeV energy window.
• The optimization of the decelerating mode

An aperture of 20 mm radius 

at 2GHz
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Optimization in the decelerating mode: PARMELA 

Accelerating 
mode

Optimized 
Decelerating 

mode
Decelerating 

mode

• The decelerating mode creates a second peak in the phase spectrum.
• For the optimization, a phase of 40 degrees after maximum deceleration is optimum.
• The optimum yield is found maximising the second peak of the phase distribution in the first

structure and then accelerating this peak on crest in the rest of the linac.
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Optimization in the decelerating mode: PARMELA 

Total Yield: 1.09 e+/e-
Small window: 0.98 e+/e-

• A high gradient of at least 12 MV/m is favoured for the decelerating mode
• While the total yield is not affected dramatically, the higher gradient results in a narrower phase and energy spectrum.

The effective yield is defined in a ±20 degrees and ±50 MeV energy window.
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Accelerating and optimized decelerating modes: PARMELA 

The optimised decelerating mode result in almost a factor two higher yield compared to the accelerating mode which has a yield of 0.5 e+/e.
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Injector Linac: Design Strategy

• To accelerate positrons from 200 MeV up to 2.86 GeV

• To obtain a yield of 0.39 𝑒+/𝑒− for positrons to pre-damping ring acceptance of ±1 % for the energy (CDR)

• Total positron yield is around 0.70 𝑒+/𝑒− in the end of injector linac (CDR)

• To use accelerating structures at:

Frequency: 2 GHz
Length: 1.5 m
Gradient: 15 MV/m
Aperture: 20 mm
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• Quadrupoles are surround RF structures in the first and
second sections

• Minimum aperture of quadrupole is around 10 cm.
• It gives a limit in energy.
• A phase advance of 90 degrees is chosen in FODO.

𝐸𝑖𝑛 = 200 𝑀𝑒𝑉, 𝑅𝑖𝑟𝑖𝑠 = 2 𝑐𝑚 = 0.02 𝑚 𝛽𝑚𝑎𝑥 ≤ 1.8 𝑚

𝑅𝑖𝑟𝑖𝑠[𝑚] ≥ 0.2106
]𝛽𝑚𝑎𝑥[𝑚

]𝐸𝑖𝑛[𝑀𝑒𝑉

 𝑅𝑖𝑟𝑖𝑠 ≥ 3𝜎𝑥 = 3 ∗ 𝛽𝑥 Τ𝜖𝑥𝑛𝑜𝑟𝑚 𝛾 = 3 ∗ 𝛽𝑥[𝑚] ∗ 0.511 ∗
]𝜖𝑥𝑛𝑜𝑟𝑚[𝑚𝑟𝑎𝑑

]𝐸 [𝑀𝑒𝑉

𝜎𝑥 = 𝛽𝑥𝜖𝑥𝑔𝑒𝑜 , 𝜖𝑥𝑛𝑜𝑟𝑚= 0.0097 𝑚𝑟𝑎𝑑, 𝜖𝑦𝑛𝑜𝑟𝑚 = 0.0096 𝑚𝑟𝑎𝑑

Injector Linac: Optical Design
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INJECTOR LINAC: FODO sections

• To accelerate positrons from 200 MeV up to
2.86 GeV

• Quadrupoles are used as surrounding RF
structures in the first and second sections.

• Minimum aperture of quadrupole is around 10
cm.

• It gives a limit in energy.
• A phase advance of 90 degrees is chosen in

FODO.
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Sections 𝐐𝐥𝐞𝐧𝐠𝐭𝐡

(𝐦)

𝐊

(𝐦−𝟐)

𝛃𝐦𝐚𝐱

(m)

𝐂𝐞𝐥𝐥
𝐥𝐞𝐧𝐠𝐭𝐡

(𝐦)

𝐄𝐢𝐧𝐢

(𝐆𝐞𝐕)

𝐄𝐨𝐮𝐭

(𝐆𝐞𝐕)

𝐐𝐧𝐮𝐦𝐛𝐞𝐫𝐬

1 0.4 9.00 1.7160 1.10 0.2065 0.3865 33

2 0.4 3.95 3.3860 2.08 0.3865 0.7915 37

3 0.4 1.85 6.8252 4.10 0.7915 1.4215 29

4 0.4 1.02 12.1250 7.20 1.4215 2.0515 15

5 0.4 0.68 17.8860 10.60 2.0515 2.8615 13



Injector Linac: MADX 
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The 3σ beam size does not exceed the iris aperture (2 cm) along the beam line
with the exception of the first matching section.
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Positron distribution at the entrance of the Injector Linac
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• A significant emittance growth due to the very high energy spread of the positron beam, in particular at the beginning of the linac, is visible.

• The energy spread is around 4 % at the entrance of the CLIC injector linac.



Injector Linac: Emittance Growth (PLACET) 
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• Gaussian distribution generated in PLACET has been used with different energy spreads
• The different values of energy spreads result in increasing emittance growth
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Injector Linac: Emittance Correction
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PLACET

• To improve the emittance growth, we have rematched the
strength and position of the quadrupoles in the first matching
section by using our positron distribution in PLACET.

• We have considered the limitation of magnetic field in
quadrupoles and the magnetic field is lower than 1.2 T

• The emittance growth can be mitigated by this optimisation
adapting mainly the quadrupole strength in the first matching
section

Americas Workshop on Linear Colliders 2017 (AWLC17)



Injector Linac: Positron Yield 
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Positron yield, 0.97 𝑒+/𝑒−, is increased by a factor 2.5.

• It was necessary to increase the aperture of the beam pipe in the quadrupoles to 4 cm 
along the beam line.

• All positrons by 99 % are transported.

• All positrons are within 1% acceptance window of the pre-damping ring. 

• The energy spread is around 0.3 % at the exit of the CLIC injector linac.

• An aperture of 2 cm all along the beam line would have resulted in a 10 % loss of positrons.

*Positron yield (CDR): 0.70 𝑒+/𝑒−

http://cds.cern.ch/record/1277226/files/CERN-OPEN-2010-020.pdf

*CDR New Results

Energy acceptance → 1%: → yield: 0.39 𝑒+/𝑒−
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CONCLUSION
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CDR:
 The number of quadrupoles: 192

 Used long accelerating structures (4 or 5 meters 
TW)

 Used the quadrupoles and TW structures 
separately by increasing the average accelerating 
gradient 

 Used triplet structures along the injector linac

 Needed a bunch compressor

 Positron yield: 0.39 e-/e+ within 1% acceptance 
window

 Assumed two targets in parallel for the first stage 
of CLIC. Parallel station consisted of the hybrid 
target and the pre-injector linac 

NEW DESIGN:
 The number of quadrupoles: 141 (Reduced by 26 %)

 Used technologically feasible accelerating structures 
(1.5 m TW)

 Used together quadrupoles and TW structures by using 
thin length approximation

 Used F0D0 structures along the injector linac

 Do not need a bunch compressor

 Positron yield: 0.97 e-/e+ within 1% acceptance window 
(increased by a factor 2.5)

 Assumed a single target for the first stage of CLIC at 380 
GeV. Parallel station is removed because of being 
provided sufficient positron yield.



Thank you 
for your attention
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